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CWD-010-1 TYPICAL PLAN LAYOUT, SHEET 1 OF 2 

CWD-010-2 TYPICAL PLAN LAYOUT, SHEET 2 OF 2 

CWD-015-1 WATER MAIN AND SANITARY SEWER SEPARATION, CASE 1 

CWD-015-2 WATER MAIN AND SANITARY SEWER SEPARATION, CASE 2 

CWD-015-3 WATER MAIN AND SANITARY SEWER SEPARATION, NOTES 

CWD-023-1 STRUCTURE INTERFERENCE – TYPE A, B, OR C ENCASEMENT 

CWD-023-2 STRUCTURE INTERFERENCE – ENCASEMENT SECTIONS 

CWD-030 THRUST BLOCK DETAILS – TYPICAL 

CWD-040-1 TYPICAL PIPE TRENCH, BEDDING, BACKFILL, AND PAVEMENT REQUIREMENTS 

CWD-040-2 TYPICAL PIPE TRENCH, BEDDING, BACKFILL, AND PAVEMENT REQUIREMENTS – 

GENERAL NOTES 

CWD-220 TYPICAL SPLIT BUTT STRAP – 8” THROUGH 42” DIAMETER (150PSI DESIGN PRESSURE) 

CWD-300 TYPICAL FLANGED OUTLET – 4” THROUGH 20” 

CWD-320 TYPICAL FLANGED TANGENT OUTLET – 4” THROUGH 12” DIAMETER 

CWD-340 TYPICAL THREADED OUTLET – 1” THROUGH 2.5” DIAMETER 

CWD-350 TYPICAL MANWAY FOR LARGE PIPELINES 

CWD-408 6” HYDRANT HEAD BLOW-OFF ML&C STEEL BURY – 24” MAIN AND SMALLER 

CWD-409 6” HYDRANT HEAD BLOW-OFF DI BURY – 24” MAIN AND SMALLER 

CWD-410-A 8” BLOW-OFF BELOW GRADE WITH LESS THAN 10’ OF COVER 

CWD-410-B 8” BLOW-OFF BELOW GRADE WITH MORE THAN 10’ OF COVER 

CWD-411-A TYPICAL 2” BLOW-OFF ASSEMBLY FOR MAINS WITH LESS THAN 42” OF COVER 

CWD-411-B TYPICAL 2” BLOW-OFF ASSEMBLY FOR MAINS WITH MORE THAN 42” OF COVER 

CWD-412 6” THROUGH 10” TEMPORARY CONSTRUCTION END CAPS FOR FLUSHING, TESTING, 

AND CHLORINATION 

CWD-413 12” TEMPORARY CONSTRUCTION END CAP FOR FLUSHING, TESTING, AND 

CHLORINATION 

CWD-432 TEMPORARY WATER SAMPLER 

CWD-433 WATER QUALITY SAMPLING STATION 

CWD-451 TYPICAL 2” AIR VALVE INSTALLATION 

CWD-460 TYPICAL 4” AIR VALVE INSTALLATION 

CWD-462 TYPICAL 6” AIR VALVE INSTALLATION 

CWD-465 TYPICAL 8” AIR VALVE INSTALLATION 

CWD-500 TYPICAL VALVE BOX FOR GATE VALVES 

CWD-504 TAPPING SLEEVE AND TAPPING VALVE DETAIL FOR DOMESTIC AND FIRE SERVICES 

CWD-510 TYPICAL VALVE BOX FOR BUTTERFLY VALVES 

CWD-515 TYPICAL SPLIT-SLEEVE LINER AND CAP FOR 8” AND 10” BOX 

CWD-570 TYPICAL CONDUIT SUPPORT 

CWD-600 1” WATER SERVICE 

CWD-601 2” WATER SERVICE 



CWD-615 4” THROUGH 10” ABOVE GROUND FIRE SERVICE 

CWD-616 .75” THROUGH 2.5” BACKFLOW DEVICE INSTALLATION 

CWD-617 3” AND LARGER BACKFLOW DEVICE INSTALLATION 

CWD-620-1 3”, 4”, AND 6” COMPOUND METER WATER SERVICE 

CWD-620-2 BILL OF MATERIALS FOR 3”, 4”, AND 6” COMPOUND METER WATER SERVICE 

CWD-621-1 FMCT WATER SERVICE 

CWD-621-2 BILL OF MATERIALS FOR 8” FMCT WATER SERVICE 

CWD-622-1 10” DOMESTIC WATER SERVICE 

CWD-622-2 BILL OF MATERIALS FOR 10” COMPOUND WATER SERVICE 

CWD-700 REGULAR AND SUPER FIRE HYDRANT DETAIL 

CWD-800 NON TRAFFIC VAULT FOR 3” THROUGH 6” COMPOUND METERS 

CWD-801 NON TRAFFIC VAULT FOR 8” COMPOUND METERS 

CWD-802 NON TRAFFIC VAULT FOR 10” COMPOUND METERS 

CWD-811 BLOW-OFF MANHOLE INSTALLATION 

CWD-816 MANHOLE DETAIL – 48” MAX ID PIPE 

CWD-900-A 4” DIAMETER GUARD POST INSTALLATION 

CWD-900-B 2.5” DIAMTER GUARD POST INSTALLATION 

CWD-922 TEST LEAD INSTALLATION 

CWD-923 FLANGE INSULATION AND TEST LEAD INSTALLATION 

CWD-924 JOINT BOND DETAILS 

CWD-960-1 NOTIFICATION SIGN 

CWD-960-2 NOTIFICATION SIGN 
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